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ULTRASONIC PORTABLE MINI 25

WIND METER cMI1022

WEATHER DATA

Apparent and real wind speed & direction via App

WIND SPEED

0.5-25m/s (1.12 - 56 mph)
0.3 m/s or 3% at 0 - 16 m/s (0-35.8mph)
5% at 16 - 25 m/s (35.8—56 mph)
0.01 m/s (0.0224 mph)

WIND DIRECTION

0-359°

3°at1-5m/s (2.24-11.18 mph)
1°at 5-16 m/s (11.2-35.8 mph)
6° at 16 - 25 m/s (35.8—56 mph)
‘IO

SENSORS

Ultrasonic transducers (4x)

DIMENSIONS
43 mm (1.69 in.)
47 mm (1.85in.)
789 (2.750z.)
MATERIAL

Injected engineering plastic (black)

MOUNT

1/4" Female thread
1/4" standard
CMI1028
CMI1023

ENVIRONMENTAL

IPX8
-15/60°C (5/140°F) if no frost
0/100 %HR

APPS COMPATIBILITY

POWER

Battery powered

Wireless QI

Up to 300 hours

2,000 hours (advertising)
PARAMETERS

1Hz

m/s, km/h, knots, mph
DATA OUTPUT
Bluetooth

BLE 5.1 or beyond
Up to 30 meters or 98 feet (free space)
AnemoTracker Configurator

via Bluetooth
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Calypso AnemoTracker App

Marine
Garmin Sail Racer
Calypso Instruments Sailing EDO sailing instruments
Sentinel Marine Solutions SailGrib
iRegatta gtVIm Navigation and Routing
eStela Tactigs
Meteo
Weather4D
Weather File
Ballistics
Strelok Pro

COMPATIBLE DEVICES AND DISPLAYS

C/Alfonso Solans Serrano 20, local 12,
Zaragoza, Spain 50014
+34 976 291 839
sales@calypsoinstruments.com

Sail Racer
N9350 (Novasail)
Vakaros Atlas 2

2655 S. Le Jeune Road, Ste #905
Coral Gables, Florida USA 33134
+1(786) 321-4334 / +1(786) 321-4793
sales@calypsoinstruments.com
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